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	DESFORD 3130

	PRODUCT IDENTIFICATION

	
	
	
	
	
	
	
	

	UN No:
	N/A
	D.G. Class:
	N/A
	Subsid. Risk
	N/A
	Pack Group:
	N/A

	Hazchem: 
	N/A
	NZ Tox.Sub:
	N/A
	IMDG page:
	N/A
	
	


	Proper Ship. Name: 
	N/A

	Other Names/Use:
	PVA Adhesive

	Physical Description/Properties

	Appearance:
	YELLOW COLOURED LIQUID

	Boiling Point oC:(approx)
	100 (210oF)
	Melting Point deg C:
	N/A

	Per Cent Volatiles: (approx) 
	56.2%
	Flash Point -Closed Cup oC
	N/A

	Specific Gravity:
	1.15
	Solubility in Water:
	Dispersable in water


	HEALTH HAZARD INFORMATION

	Health Effects

	Eye:
	MODERATELY IRRITATING.



	Skin:
	REPEATED OR PROLONGED CONTACT MAY LEAD TO MILD IRRITATION.

	Inhaled:
	NOT NORMALLY AN INHALATION RISK DUE TO LOW VAPOUR PRESSURE AT AMBIENT TEMPERATURES.WHEN THIS PRODUCT IS WARMED, INHALATION OF VAPORS CAN CAUSE IRRITATION OF UPPER RESPIRATORY TRACT AND EYES.

	Swallowed:
	CONSIDERED TO BE PRACTICALLY NON- HARMFUL HOWEVER USE GOOD OCCUPATIONAL WORK PRACTICES TO LIMIT INGESTION.


	First Aid

	Eye:
	hold eyelids apart and flush with water FOR at least 15 MINUTES 
SEEK MEDICAL ATTENTION.

	Skin:
	WASH WITH SOAP AND WATER.  REMOVE AND LAUNDER CONTAMINATED CLOTHING.  SEEK MEDICAL ATTENTION IF ADVERSE EFFECTS PERSIST.

	Inhaled:
	REMOVE PATIENT TO FRESH AIR.  IF DISCOMFORT PERSISTS SEEK MEDICAL ATTENTION

	Swallowed:
	DO NOT iNDUCE VOMITING.  SEEK MEDICAL ATTENTION IMMEDIATLEY

	Advice to Doctor
	Contact National Poisons Information Centre  

Tel: Urgent (03) 474 7000 Bus Hrs.  (03) 479 1200
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	PRECAUTIONS FOR USE

	Exposure Limits:


	VINYL ACETATE MONOMER  - 10 PPM TLV

LITTLE TOXICOLOGICAL DATA IS AVAILABLE FOR THIS PRODUCT.   ON THE BASIS OF COMPONENTS PRESENT IN THE FORMULATION AND FROM INFORMATION BASED ON P.V.A. ADHESIVES GENERALLY, IT IS LIKELY THAT THIS PRODUCT DOES NOT REPRESENT A SIGNIFICANT HAZARD PROVIDING GOOD OCCUPATIONAL WORK PRACTICES ARE FOLLOWED.

	Ventilation:

	USE WITH ADEQUATE VENTILATION.

	Personal Protection:


	AVOID REPEATED OR PROLONGED SKIN CONTACT OR WEAR GLOVES.  WEAR EYE PROTECTION IF A SPLASH HAZARD EXISTS.

	Flammability:

	COMBUSTIBLE FOLLOWING EVAPORATION OF WATER COMPONENT.

	SAFE HANDLING INFORMATION

	Storage & Transport:


	STORE IN CLOSED CONTAINER.  STORE INSIDE IN A COOL PLACE AWAY FROM SUNLIGHT.  KEEP FROM FREEZING.

	Spills & Disposal:


	SLIPPERY WHEN SPILT.  CONTAIN USING SAND OR EARTH.  ABSORB WITH EARTH, SAND, MINERAL ABSORBANT OR SAWDUST.  COLLECT IN DRUMS FOR DISPOSAL.

SMALL SPILLS MAY BE FLUSHED DOWN SEWER WITH PLENTY OF WATER..

REFER TO LOCAL WASTE MANAGEMENT AUTHORITY FOR DISPOSAL INSTRUCTIONS.

	Fire/Explosion Hazard:

	COMBUSTIBLE FOLLOWING EVAPORATION OF WATER COMPONENT.  MAY EMIT TOXIC FUMES WHEN INVOLVED IN A FIRE.

EXTINGUISHIN MEDIA: USE ALCOHOLFOAM, CARBON DIOXIDE, WATER SPRAY OR ABC DRY CHEMICAL WHEN FIGHTING FIRES INVOLVING THIS PRODUCT

	Other Information:

	NIL.

	Contact Point:
	Technical Manager

	
	

	Hazardous Ingredients:

	NIL (CONTAINS LESS THAN 0.4% RESIDUAL MONOMER)

Product contains no hazardous ingredients or they below reportable levels.

	

	DISCLAIMER:  All information given in this data sheet and by the company's technical staff is compiled from the best information currently available to the company. The company accepts no responsibility whatsoever for its accuracy or for any results which may be obtained by customers. Any customer who relies upon any advice or information given in this data sheet by the company or by its technical staff does so entirely at its own risk, and the company will not be liable for any loss or damage thereby suffered notwithstanding any want of care on the part of the company or its staff in compiling or giving the advice or information.


PCL Adhesives Limited

PO Box 38657 Howick Auckland

117 Cyers Road East Tamaki Auckland

Telephone 09 271 3556 Facsimile 09 271 3557


