MATERIAL SAFETY DATA SHEET 


	Issue Date: Aug-03
	
	Page: 1 of 2

	DESFORD Z57 HARDENER

	PRODUCT IDENTIFICATION

	
	
	
	
	
	
	
	

	UN No:
	N/A
	D.G. Class:
	N/A
	Subsid. Risk:
	N/A
	Pack Group: 
	N/A

	Hazchem: 
	N/A
	NZ Tox.Sub:
	N/A
	IMDG page: 
	N/A
	
	


	Proper Ship. Name: 
	EPOXY ADHESIVE RESIN

	Other Names/Use:
	NOT APPLICABLE

	Physical Description/Properties

	Appearance:
	DARK RED LIQUID WITH AMIN ODOUR

	Boiling PointoC. (approx)
	N/A
	Melting Point deg C:
	N/A

	Per Cent Volatiles: (approx) 
	N/A
	Flash Point -Closed Cup oC: 
	N/A

	Specific Gravity:
	N/A
	Solubility in Water:
	NOT MISCIBLE

	Hazardous Ingredients

	
	 --CAS No.--
	Proportion %  w/w

	AMINE PHENOL CONDENSATE
	
	

	
	
	

	
	
	

	HEALTH HAZARD INFORMATION

	Health Effects

	Eye:
	STRONGLY Irritating to the eyes. CAN BURN EYE

	Skin:
	PROLONGED CONTACT MAY LEAD TO IRRITATION AND/OR DRY SKIN.

	Inhaled:
	CAN BE HARMFUL

	Swallowed:
	HARMFUL - likely to cause irritation to mucous membranes.


	First Aid

	Eye:
	flush with RUNNING water for 10-15 minutes while irritation persists.  see physician.  

	Skin:
	WASH OFF WITH PLENTY OF WATER AND SOAP.  REMOVE AND LAUNDER CONTAMINATED CLOTHING.

	Inhaled:
	NOT APPLICABLE.

	Swallowed:
	gIVE MILK OR WATER DRINK.  DO NOT INDUCE VOMITING.  SEEK MEDICAL ATTENTION IMMEDIATELY.

	
	CHEMCALL 24 HOUR EMERGENCY SERVICE 0800 243 622
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	PRECAUTIONS FOR USE

	Exposure Limits:
	PHENOL TLV 5PPM SKIN

	Ventilation:
	ENSURE GOOD VENTILATION

	Personal Protection:


	WEAR EYE PROTECTION IF SPLASHING IS LIKELY.  WEAR GLOVES IF SKIN CONTACT IS UNAVOIDABLE.

	Flammability:


	NOT FLAMMABLE.


	SAFE HANDLING INFORMATION

	Storage & Transport:
	STORE IN A CLOSED CONTAINER AWAY FROM CHILDREN. STORE AWAY FROM OXIDIZERS AND IGNITION SOURCES.

	Spills & Disposal:
	SMALL SPILLS MAY BE ABSORBED WITH INERT MATERIALS.  DISPOSE OF LARGE QUANTITIES IN ACCORDANCE WITH REQUIREMENTS OF LOCAL WASTE MANAGEMENT AUTHORITY.

	Fire/Explosion Hazard:
	MAY GIVE RISE TO TOXIC OXIDES OF NITROGEN IF INVOLVED IN A FIRE.

	Other Information:
	USE AS DIRECTED.

	
	

	Contact Point:
	 Technical Manager

	
	

	Abbreviations:  NA - Not Applicable; ND - No Data; NK - Not Known

	

	DISCLAIMER:  All information given in this data sheet and by the company's technical staff is compiled from the best information currently available to the company. The company accepts no responsibility whatsoever for its accuracy or for any results which may be obtained by customers. Any customer who relies upon any advice or information given in this data sheet by the company or by its technical staff does so entirely at its own risk, and the company will not be liable for any loss or damage thereby suffered notwithstanding any want of care on the part of the company or its staff in compiling or giving the advice or information.
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