

	Resins
	Hardeners

	U260 

Urea Formaldehyde based resin
	(GF4, GF65 - gap filling hardeners, 8:3 ratio by weight

(S1, S2, S3, S4 - semi-gap filling powder hardener 15% ratio hardener:resin

( L8, LC1, LC2, LR1, LR3 - liquid hardeners

(10% ratio, hardener:resin)

(XA liquid hardener – for separate application

	Resorcinol Resin R15

Resorcinol Formaldehyde Based resin

Resorcinol Resin R25

Phenol resorcinol formaldehyde based resin

225kg drums only
	(RP50 powder hardener

(25% ratio hardener:resin)

(L4 liquid hardener (33% ratio, hardener:resin)

Note: 1 drum of resorcinol requires 2.8 x 20kg bags of RP50 hardener or 82.5 kg L4 hardener

	Melamine Resin M7

Melamine-Urea based resin

250kg drums only
	(L30 liquid Hardener – winter use

(L31 liquid Hardener – summer use

Note: 1 250kg drum requires 12.5kg of L30 or L31. (5 % ratio hardener:resin)

	Melamine Resin M9

Melamine- Urea based filled resin 

250kg drums only
	(LM40 liquid Hardener (20% ratio hardener:resin)

(L30 liquid hardener (5% ratio hardener:resin)

	Resin U772

Urea Formaldehyde based resin

250kg drums only
	(S1, S2, S3, S4 semi gap filling hardener

(10-15% ratio, hardener:resin)

 Note: S4 – for RF or Hot Pressing cure only

L8 – liquid hardener (5% ratio, hardener:resin)
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